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LANDSCAPE ARCHITECTURE PLANS

GENERAL NOTES:

1.  THE CONTRACTOR SHALL GIVE ALL NOTICES AND COMPLY WITH ALL LAWS, ORDINANCES, RULES, REGULATIONS, AND LAWFUL

ORDERS OF ANY PUBLIC AUTHORITY BEARING ON THE PERFORMANCE OF THE WORK.

2.  ALL GRADING SHALL BE VERIFIED IN THE FIELD BEFORE CONSTRUCTION AND SHALL BE COORDINATED WITH THE LANDSCAPE

ARCHITECT AND CIVIL ENGINEER.

3.  ALL PAVING SURFACES SHALL BE FLUSH AND MEET SMOOTHLY AND EVENLY.  NO WALKS SHALL EXCEED 5% OR A 2%

CROSS-PITCH.  ALL WALKS TO BE LAID OUT IN THE FIELD UNDER THE DIRECTION OF THE LANDSCAPE ARCHITECT.

4.  ALL SITE DETAILS SHALL BE REVIEWED AND SUPPLEMENTED BY A PROFESSIONAL LICENSED STRUCTURAL ENGINEER WHO

SHALL SPECIFY ALL STRUCTURAL DATA, FOOTINGS, REINFORCEMENT, HARDWARE, ETC. REQUIRED FOR STRUCTURAL INTEGRITY,

SAFETY AND COMPLIANCE WITH LOCAL CODES AND CONDITIONS PRIOR TO CONSTRUCTION.

5.  ALL ARCHITECTURAL INFORMATION WAS PROVIDED BY: CENTRA RUDDY ARCHITECTURE

6. ALL CIVIL ENGINEERING INFORMATION PROVIDED BY: BOHLER

7.  ALL PLANTED AREAS SHALL BE IRRIGATED. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS.

8.  ALL PLANT MATERIAL/LANDSCAPE MATERIALS SUBSTITUTIONS SHALL BE APPROVED BY THE L.A./OWNERS

REPRESENTATIVES.

9. ALL PLANT MATERIAL SHALL BE GUARANTEED FOR A MINIMUM PERIOD OF ONE (1) GROWING SEASONS.

10. ALL SITE DISTURBANCE, CLEAN/FILL MIN. DEPTHS & CAPPING REQUIREMENTS SHALL BE IN COMPLIANCE WITH THE REQUIRED

REMEDIAL ACTION WORK PLANS.

WEEHAWKEN, NEW JERSEY

11/20/2019 (SUBMISSION SET)

11.20.19
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19-105

STREETSCAPE LANDSCAPE & MATERIALS PLAN

L-2

L-3

L-4

L-5

2ND & 6TH FLOOR AMENITY TERRACE LANDSCAPE & MATERIALS PLAN

STREETSCAPE SITE DETAILS

PLANTING DETAILS

7TH FLOOR AMENITY TERRACE LANDSCAPE & MATERIALS PLAN

OWNER
HARTZ MOUNTAIN INDUSTRIES, INC
400 PLAZA DRIVE, P.O. BOX 1515
SECAUCUS, NJ 07096-1515
PHONE (201) 348-1200

CETRARUDDY ARCHITECTURE D.P.C.
1 BATTERY PL,
NEW YORK, NY 10004
(212) 941-9801

LANDSCAPE ARCHITECT
MELILLO AND BAUER ASSOCIATES
200 UNION AVE
BRIELLE, NEW JERSEY 08730
PHONE (732) 528-0664

ARCHITECT

BOHLER ENGINEERING
35 TECHNOLOGY DRIVE
WARREN, NJ 07O59
PHONE (908) 668-8300

CIVIL ENGINEER

11.20.19

11.20.19

11.20.19
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AutoCAD SHX Text
2" WEEP HOLE  SHALL BE DRILLED IN CONCRETE SUB BASE EVERY 6' STAGGERED IN ALL DIRECTIONS AND FILLED WITH STONE.

AutoCAD SHX Text
TACK COAT

AutoCAD SHX Text
REINFORCED CONCRETE SUB BASE (TYP) (TYP) EXPANSION JOINTS SHALL BE ADDED AS REQUIRED PEDESTRIAN: 4" THICK VEHICULAR: 6" THICK
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1" BITUMINOUS SETTING BED
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COMPACTED AGGREGATE SUBSTRATE SUITABLE FOR INTENDED USE
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COMPACTED SOIL SUB-GRADE
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NOTE: JOINTS SHALL BE  JOINTS SHALL BE SWEPT WITH DRY SAND.
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CONCRETE PAVER SIZE: VARIES, SEE PLANS
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SECTION: CONCRETE SIDEWALK & CONTINUOUS TRENCH PLANTING
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SECTION: CONCRETE SIDEWALK & STREET TREE PLANTING
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3/8"=1'-0"

AutoCAD SHX Text
NOTES     - FINAL LIMITS OF SEEDED ZONES TO BE LAID OUT IN THE FIELD UNDER THE DIRECTION   OF THE PROJECT LANDSCAPE ARCHITECT.     - CONTRACTOR SHALL CONTACT SEED SUPPLIER PRIOR TO APPLICATION TO VERIFY  APPROPRIATE APPLICATION TIMING FOR THE SPECIFIED SEED MIX PER SEASONAL  CONDITIONS. GENERAL SEEDING PERIOD IS AUGUST 21ST TILL SEPTEMBER 21ST.      - CONTRACTOR SHALL SUBMIT ANTICIPATED SEED APPLICATION/PREPARATION  PROCEDURE TO LANDSCAPE ARCHITECT FOR REVIEW AND APPROVAL PRIOR TO SEED APPLICATION/PREPARATION.     - INSTALL PER MFG. RECOMMENDATIONS     - IRRIGATION/SUPPLEMENTAL WATER SHALL BE PROVIDED TO ESTABLISH SEED MIX AT  INSTALLATION.     - ALL SEEDED AREAS MUST BE KEPT CONSTANTLY MOIST TO PROMOTE GERMINATION.     - MOWING FREQUENCY SHALL BE AS PER PROJECT LANDSCAPE ARCHITECT & SEED  SUPPLIER. AS MFG. BY: JERSEY SEED 18B JULES LANE NEW BRUNSWICK, NJ 08901        P. 800.828.5856  F. 732.247.3514   P. 800.828.5856  F. 732.247.3514       - ALL NEWLY SEEDED AREAS SHALL BE MULCH/PROTECTED USING THE SEED  MANUFACTURER RECOMMENDED WEED-FREE STRAW.     - FOR STEEP SLOPE APPLICATIONS, AN EROSION CONTROL BLANKET SHALL BE PLACED  OVER THE NEWLY SEEDED, PREPARED BED TO PREVENT EROSION WHILE ALLOWING  FOR ESTABLISHMENT OF SEED MIX. (SEE CIVIL PLANS)

AutoCAD SHX Text
NATIVE SIDE SLOPE SEED MIX SEEDING RATE: 15-20 LBS PER ACRE 25% ANNUAL RYEGRASS  15% LITTLE BLUESTEM  10% FOWL BLUEGRASS  10% PARTRIDGE PEA  10% TICKLEGRASS  10% SIDEOATS GRAMA   5% BLUNT BROOM SEDGE   4% SHOWY TICK TREFOIL   3% BLACK EYED SUSAN   3% OX-EYE SUNFLOWER   2% BROOM SEDGE    1% ZIG-ZAG ASTER    1% BUTTERFLY MILKWEED 
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DETAIL: SEED MIX
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SCALE: 1/2"=1'-0"
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MASONRY PLANTER MATERIAL A (TO MATCH ARCH.)
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STUD MOUNTED LETTERS SIZE" 12" MIN-18" MAX (FINAL PROJECT BRANDING/LOGO  TO BE DETERMINED)
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FREESTANDING SIGNAGE MONUMENT MATERIAL B (TO MATCH ARCH)
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ELEVATION: SIGNAGE MONUMENT
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GROUND COVER PLANTING (BEYOND)
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STREET TREE (BEYOND)  (BEYOND) 
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ASPHALT PAVEMENT  SEE ENG PLANS
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SAWCUT CONCRETE SIDEWALK SEE ENG. PLANS
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4" PERFORATED UNDERDRAIN WRAPPED  UNDERDRAIN WRAPPED UNDERDRAIN WRAPPED IN FILTER FABRIC AND CONNECTED TO STORM SYSTEM
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BUILDING FACE
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CURB SEE ENG PLANS SEE ENG PLANS
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NOTE:  CONTRACTOR SHALL COMPLY WITH ALL REQUIRED SOIL CAPPING DETAILS.
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GROUND COVER PLANTING SEE LANDSCAPE PLANS
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ASPHALT PAVEMENT  SEE ENG PLANS
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SAWCUT CONCRETE SIDEWALK SEE ENG. PLANS
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BACK FILL SOIL MIXTURE  BACKFILL MIXTURE SHALL BE A THOROUGHLY MIXED BLEND OF TOPSOILS AND SOIL AMENDMENTS.  AMENDMENTS SHALL BE ADDED AS RECOMENDED BY A CERTIFIED SOIL TEST.  BACKFILL SHALL BE WATERED WHILE PLANTING TO ELIMINATE AIR POCKETS. SEE PLANTING DETAIL

AutoCAD SHX Text
SET ROOT BALL ON FIRM PAD ON BOTTOM OF HOLE 
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AutoCAD SHX Text
MULCHED

AutoCAD SHX Text
PLANTING BED

AutoCAD SHX Text
BEDLINE TRENCH

AutoCAD SHX Text
LAWN

AutoCAD SHX Text
UNDISTURBED SUBGRADE

AutoCAD SHX Text
BACKFILL MIXTURE, SHALL BE A THOROUGHLY MIXED BLEND OF TOPSOIL & SOIL AMENDMENTS. AMENDMENTS SHALL BE ADDED AS RECOMMENDED BY A CERTIFIED SOIL TEST. BACKFILL SHALL BE WATERED WHILE PLANTING TO ELIMINATE AIR POCKETS.

AutoCAD SHX Text
3" SHREDDED HARDWOOD BARK MULCH COVERING ENTIRE PLANTING BED.

AutoCAD SHX Text
ROOF SLAB  (TYP.)  (TYP.) (TYP.) SEE ARCHITECT PLANS FOR DETAILS
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LIVEROOF STANDARD MODULE

AutoCAD SHX Text
LIVEROOF ENGINEERED SOIL
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LIVEROOF GREEN ROOF PLANTS (MINIMUM 95% SOIL (MINIMUM 95% SOIL COVERAGE AT INSTALLATION)

AutoCAD SHX Text
MOISTURE PORTALS

AutoCAD SHX Text
1' X 2' X 4.25" EXTENSIVE PLANTING TRAY(TYP.) (TYP.) AS MFG. BY: LiveRoof, LLC AS GROWN BY: CREEK HILL NURSERY P. 717.723.0855 C. 717.207.8647 CONTACT: PAUL COOK SEE THE ROOFTOP PLANTING PLANS FOR EXTENSIVE PLANTING VARIETIES AND BLENDS EXTENSIVE LIVEROOF ENGINEERED LIGHTWEIGHT SOIL AS PROVIDED BY MFG. INSTALL PER MFG. RECOMMENDATIONS

AutoCAD SHX Text
NOTE:  ALL EXTENSIVE PLANTING SHALL HAVE TEMPORARY SPRAY INSTALLED, AND SHALL REMAIN IN USE UNTIL THE GREEN ROOF IS SUFFICIENTLY ESTABLISHED. ALL ALL ROOFTOP PAVER AND GREEN ROOF TRAYS SHALL BE CUT AS NEEDED FOR ROOFTOP VENTS, MECHANICALS, PENETRATIONS, ETC. AS SHOWN OR IMPLIED.

AutoCAD SHX Text
NOTE: MFG/INSTALLING CONTRACTOR SHALL PROVIDE A MINIMUM 1 YEAR MAINTENANCE CONTRACT AS PART OF THE ROOFING INSTALLATION CONTRACT.  SUBMIT PROPOSAL FOR ON-GOING MAINTENANCE CONTRACT TO MANAGEMENT ENTITY AFTER INITIAL MAINTENANCE CONTRACT EXPIRES.
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SLIP SHEET/PROTECTION BOARD PER GREENROOF  & WATERPROOFING MFG. RECOMMENDATIONS 
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EXTRUDED POLYSTYRENE INSULATION SEE ARCH. PLANS FOR DETAILS
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3" SAUCER RIM

AutoCAD SHX Text
PRUNE DAMAGED AND CONFLICTING BRANCHES MAINTAINING NORMAL SHRUB SHAPE.  DO NOT REMOVE THE TERMINAL BUDS OF BRANCHES THAT EXTEND TO THE EDGE OF THE CROWN.

AutoCAD SHX Text
REMOVE ALL ROPE FROM TRUNK AND TOP OF BALL.  REMOVE BURLAP FROM THE TOP (HALF)   12OF THE ROOT BALL.   

AutoCAD SHX Text
THE TRUNK FLARE OF EACH SHRUB SHALL BE VISIBLE AT THE TOP OF THE ROOT BALL.  IF NURSERY GRADE IS ABOVE THE FLARE THE CONTRACTOR SHALL CAREFULLY EXCAVATE THE TOP OF THE ROOT BALL TO EXPOSE THE TRUNK FLARE.  TREES WHOSE TRUNK FLARE IS NOT VISIBLE SHALL BE REJECTED.  DO NOT COVER THE THE TOP OF THE ROOT BALL WITH SOIL.

AutoCAD SHX Text
3" SHREDDED HARDWOOD BARK MULCH, UNIFORMLY SPREAD.  MULCH SHALL NOT BE IN  CONTACT WITH THE TRUNK OF THE SHRUB.

AutoCAD SHX Text
BACKFILL MIXTURE SHALL BE A THOROUGHLY MIXED BLEND OF SOIL & TOPSOIL AMENDMENTS.  AMENDMENTS SHALL BE ADDED AS RECOMMENDED BY A CERTIFIED SOIL TEST.  AIR POCKETS SHALL REMOVED FROM THE BACKFILL.

AutoCAD SHX Text
PLACE ROOT BALL ON UNEXCAVATED  OR TAMPED SOIL.
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TAMP SOIL AROUND ROOT BALL BASE FIRMLY  TO PREVENT THE ROOT BALL FROM SHIFTING.
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DETAIL: TURF/MULCH TRENCH
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SCALE: N.T.S.
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DETAIL: PERENNIAL PLANTING
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DETAIL: SHRUB PLANTING
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SCALE: N.T.S.
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 DETAIL: EXTENSIVE GREENROOF TRAY SYSTEM
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AutoCAD SHX Text
PRUNE DAMAGED AND CONFLICTING BRANCHES MAINTAINING NORMAL TREE SHAPE.  NEVER CUT CENTRAL TRUNK OR LEADER AND DO NOT REMOVE THE TERMINAL BUDS OF BRANCHES THAT EXTEND TO THE EDGE OF THE CROWN.

AutoCAD SHX Text
NOTES:  · CONTRACTOR SHALL PARTIALLY FILL WITH WATER A REPRESENTATIVE NUMBER OF PITS IN EACH AREA OF THE PROJECT  CONTRACTOR SHALL PARTIALLY FILL WITH WATER A REPRESENTATIVE NUMBER OF PITS IN EACH AREA OF THE PROJECT PRIOR TO PLANTING TO DETERMINE IF THERE IS ADEQUATE PERCOLATION.  IF PIT DOESN'T PERCOLATE, MEASURES MUST BE TAKEN TO ASSURE PROPER DRAINAGE BEFORE PLANTING.  · CONTRACTOR SHALL REMOVE STAKING, GUYING AND WRAP AT END OF GUARANTEE PERIOD.  All PLANTING MUST BE  CONTRACTOR SHALL REMOVE STAKING, GUYING AND WRAP AT END OF GUARANTEE PERIOD.  All PLANTING MUST BE GUARANTEED FOR ONE FULL GROWING SEASON FROM THE TIME OF FINAL ACCEPTANCE BY THE OWNER OR GOVERNING AUTHORITY.  · ON ALL FALL PLANTINGS THE CONTRACTOR SHALL WRAP THE TREES SPECIFIED BY THE LANDSCAPE ARCHITECT (ACER  ON ALL FALL PLANTINGS THE CONTRACTOR SHALL WRAP THE TREES SPECIFIED BY THE LANDSCAPE ARCHITECT (ACER spp.) FROM THE TRUNK FLARE TO THE FIRST BRANCH.  TREE WRAP SHALL BE REMOVED BY APRIL 1.  TREE WRAP SHALL BE BREATHABLE AND  AS APPROVED BY THE LANDSCAPE ARCHITECT. AS APPROVED BY THE LANDSCAPE ARCHITECT.  · TREE WRAP SHALL BE INSTALLED AT THE TIME OF PLANTING AND BE REMOVED AS DIRECTED BY THE LANDSCAPE  TREE WRAP SHALL BE INSTALLED AT THE TIME OF PLANTING AND BE REMOVED AS DIRECTED BY THE LANDSCAPE ARCHITECT.  · TREE WRAP SHALL BE REMOVED NO LATER THAN 12 MONTHS AFTER PLANTING.  TREE WRAP SHALL BE REMOVED NO LATER THAN 12 MONTHS AFTER PLANTING.  · TREES WHOSE NORTH ORIENTATION IS NOT CHANGED FROM THE NURSERY DO NOT NEED TO BE WRAPPED UNLESS  TREES WHOSE NORTH ORIENTATION IS NOT CHANGED FROM THE NURSERY DO NOT NEED TO BE WRAPPED UNLESS OTHERWISE DIRECTED BY THE LANDSCAPE ARCHITECT.  · GUYS ON MULTI-STEM TREES TO BE MADE ON HEAVIEST BRANCHES OF PLANT. GUYS ON MULTI-STEM TREES TO BE MADE ON HEAVIEST BRANCHES OF PLANT.
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SECTION

AutoCAD SHX Text
TREE SIZE      STAKES       STAKES STAKES  8'-10' HT.       2 @ 6'  10'-2" CAL.     2 @ 7'  2"-4" CAL.     2 @8'  4"-6" CAL.     3 @10'   +6"  CAL.     SEE MAJOR TREE                   GUYING DETAIL

AutoCAD SHX Text
ARBOR TIE

AutoCAD SHX Text
TREE WRAP - WRAP TREE WITH BREATHABLE FABRIC FROM TRUNK FLARE TO THE FIRST BRANCH.  SECURE WITH BIO-DEGRADABLE TAPE

AutoCAD SHX Text
REMOVE ALL ROPE FROM TRUNK AND TOP OF BALL.  REMOVE BURLAP FROM THE TOP (HALF)   OF THE ROOT 12 OF THE ROOT BALL.  WHEN A WIRE BASKET IS PRESENT THE WIRE BASKET SHALL BE REMOVED FROM THE TOP HALF OF THE ROOT BALL OR AS MUCH AS POSSIBLE TO PRESERVE THE INTEGRITY OF THE ROOT BALL.

AutoCAD SHX Text
THE TRUNK FLARE OF EACH TREE SHALL BE VISIBLE AT THE TOP OF THE ROOT BALL.  IF NURSERY GRADE IS ABOVE THE FLARE THE CONTRACTOR SHALL CAREFULLY EXCAVATE THE TOP OF THE ROOT BALL TO EXPOSE THE TRUNK FLARE. TREES WHOSE TRUNK FLARE IS NOT VISIBLE SHALL BE REJECTED. DO NOT COVER THE THE TOP OF THE ROOT BALL WITH SOIL.

AutoCAD SHX Text
3" SHREDDED HARDWOOD BARK MULCH, UNIFORMLY SPREAD.  MULCH SHALL NOT BE IN CONTACT WITH THE TRUNK OF THE TREE.

AutoCAD SHX Text
FINISH GRADE

AutoCAD SHX Text
3" SAUCER RIM

AutoCAD SHX Text
BACKFILL MIXTURE, SHALL BE A THOROUGHLY MIXED BLEND OF TOPSOIL & SOIL AMENDMENTS. AMENDMENTS SHALL BE ADDED AS RECOMMENDED BY A CERTIFIED SOIL TEST.  AIR POCKETS SHALL REMOVED FROM THE BACKFILL.
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UNDISTURBED GRADE

AutoCAD SHX Text
12" MIN.

AutoCAD SHX Text
PLACE ROOT BALL ON UNEXCAVATED OR TAMPED SOIL.

AutoCAD SHX Text
TAMP SOIL AROUND ROOT BALL BASE FIRMLY  TO PREVENT THE ROOT BALL FROM SHIFTING.

AutoCAD SHX Text
PLAN

AutoCAD SHX Text
VERTICAL STAKES, 3" O.D., CEDAR OR APPROVED EQUIVALENT, EQUALLY SPACED. DRIVE STAKE AT SLIGHT ANGLE. STAKES SHALL BE PLACED IN LINE W/ THE PREVAILING WINDS.

AutoCAD SHX Text
TREE TRUNK

AutoCAD SHX Text
THE CONTRACTOR SHALL USE ARBOR TIE TO ENDSURE THE TREE IS PLANTED PLUMB. INSTALL AND TIE ARBORTIE PER MFG. SPECIFIACTIONS

AutoCAD SHX Text
SECURE ARBOR TIE TO STAKE

AutoCAD SHX Text
STAKE AS SPECIFIED
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AutoCAD SHX Text
DETAIL: DECIDUOUS TREE PLANTING

AutoCAD SHX Text
SCALE: N.T.S.

AutoCAD SHX Text
1. THE CONTRACTOR SHALL FURNISH QUANTITIES NECESSARY TO COMPLETE THE PLANTING AS SHOWN ON THE THE CONTRACTOR SHALL FURNISH QUANTITIES NECESSARY TO COMPLETE THE PLANTING AS SHOWN ON THE PLANTING PLANS. A.  ALL PLANTS SHALL EQUAL OR EXCEED MEASUREMENTS SPECIFIED IN THE PLANT LIST WHICH ARE THE MINIMUM ACCEPTABLE. B.  PLANTS SHALL BE MEASURED BEFORE PRUNING.  NECESSARY PRUNING SHALL BE PERFORMED AFTER THE PLANT IS UNTIED AND PRIOR TO INSTALLATION.  LANDSCAPE ARCHITECT SHALL BE NOTIFIED OF ANY MAJOR PRUNING REQUIREMENTS DUE TO DAMAGE.  THE LANDSCAPE ARCHITECT RESERVES THE RIGHT TO REJECT ANY PLANT MATERIAL THAT NEEDS SIGNIFICANT PRUNING DUE TO DAMAGE FROM SHIPMENT OR HANDLING. C.  WHEN FORMAL ARRANGEMENTS OR CONSECUTIVE ORDER OF TREES OR SHRUBS IS SHOWN, STOCK SHALL BE SELECTED FOR UNIFORM HEIGHT AND SPREAD AND LABELED BY NUMBER TO ASSURE SYMMETRY IN PLANTING. 2. WHEN ALL PLANT MATERIAL HAS BEEN SELECTED AND PRE-TAGGED BY THE LANDSCAPE CONTRACTOR, THE WHEN ALL PLANT MATERIAL HAS BEEN SELECTED AND PRE-TAGGED BY THE LANDSCAPE CONTRACTOR, THE LANDSCAPE ARCHITECT SHALL BE NOTIFIED IN ORDER TO SCHEDULE HIS NURSERY INSPECTION WITH A MINIMUM OF 3 DAYS ADVANCE NOTICE.     A.  THE CONTRACTOR SHALL ACCOMPANY THE LANDSCAPE ARCHITECT ON ALL INSPECTIONS.     B.  THE CONTRACTOR SHALL HAVE SUFFICIENT ALTERNATE CHOICES TO PREVENT LOSS OF TIME IN THE EVENT THAT SOME TREES FAIL TO MEET THE APPROVAL OF THE LANDSCAPE ARCHITECT. C.  ALL TREES MUST BE APPROVED IN THE FIELD BY THE LANDSCAPE ARCHITECT BEFORE DIGGING BEGINS. 3. LOCATIONS OF PLANT MATERIAL SHOWN ON PLANS ARE APPROXIMATE.  FINAL LOCATIONS WILL VARY LOCATIONS OF PLANT MATERIAL SHOWN ON PLANS ARE APPROXIMATE.  FINAL LOCATIONS WILL VARY FROM PLAN AND SHALL BE DETERMINED IN THE FIELD UNDER THE DIRECTION OF THE LANDSCAPE ARCHITECT. A.  CONTRACTOR SHALL PROVIDE PRE-MARKED, COLOR-CODED FLAGS FOR ALL SHADE TREES, EVERGREEN TREES  AND FLOWERING TREES. B.  LANDSCAPE ARCHITECT SHALL PLACE THE COLOR-CODED FLAGS TO INDICATE PLANT LOCATIONS. C.  CONTRACTOR SHALL PLACE TREES ABOVE GROUND IN ACCORDANCE WITH THE FLAGGED LOCATION.  THE LANDSCAPE ARCHITECT MAY REQUEST THE CONTRACTOR TO MOVE, TURN OR RELOCATE THE PLANT MATERIAL AT THIS TIME.  UNDER NO CIRCUMSTANCES SHALL THE CONTRACTOR PRE-DIG TREE PITS. D.  UPON FINAL APPROVAL BY THE LANDSCAPE ARCHITECT OF TREE PLACEMENT, CONTRACTOR SHALL PAINT A CIRCLE AROUND THE BALL OF THE TREE, MOVE TREE AND EXCAVATE TREE PIT. 4. PLANTS SHALL BE TYPICAL OF THEIR SPECIES AND VARIETY; HAVE NORMAL GROWTH HABITS; WELL PLANTS SHALL BE TYPICAL OF THEIR SPECIES AND VARIETY; HAVE NORMAL GROWTH HABITS; WELL DEVELOPED BRANCHES, DENSELY FOLIATED; VIGOROUS ROOT SYSTEMS, BE FREE FROM DEFECTS AND INJURIES AND COMPLY WITH ANY SPECIAL INSTRUCTIONS NOTED WITHIN THE PLANT LIST. 5. PLANT MATERIAL SHALL BE PLANTED ON THE DAY OF DELIVERY.  IN THE EVENT THIS IS NOT POSSIBLE, THE PLANT MATERIAL SHALL BE PLANTED ON THE DAY OF DELIVERY.  IN THE EVENT THIS IS NOT POSSIBLE, THE CONTRACTOR SHALL PROTECT PLANT STOCK WHICH HAS NOT BEEN PLANTED.  PLANTS SHALL NOT REMAIN UNPLANTED FOR LONGER THAN A THREE DAY PERIOD AFTER DELIVERY. 6. QUALITY, BRANCHING AND SIZE OF PLANTS, INCLUDING ROOT SIZE, SHALL BE IN ACCORDANCE WITH QUALITY, BRANCHING AND SIZE OF PLANTS, INCLUDING ROOT SIZE, SHALL BE IN ACCORDANCE WITH "AMERICAN STANDARDS FOR NURSERY STOCK" ANSI Z60 .1-2004 (MOST RECENT EDITION) AS PUBLISHED BY THE AMERICAN NURSERY AND LANDSCAPE ASSOCIATION. 7. B&B PLANTS SHALL BE HANDLED FROM THE BOTTOM OF THE ROOT BALL ONLY.  PLANTS WITH BROKEN, B&B PLANTS SHALL BE HANDLED FROM THE BOTTOM OF THE ROOT BALL ONLY.  PLANTS WITH BROKEN, SPLIT OR DAMAGED ROOT BALLS SHALL BE REJECTED. 8. ALL PLANTING BEDS SHALL BE MULCHED TO A DEPTH OF 3-4 INCHES WITH SHREDDED HARDWOOD BARK ALL PLANTING BEDS SHALL BE MULCHED TO A DEPTH OF 3-4 INCHES WITH SHREDDED HARDWOOD BARK MULCH. MULCH SHOULD NOT COME INTO CONTACT WITH THE ROOT COLLAR OF TREES OR SHRUBS. MULCH SHALL BE TREATED WITH A PRE-EMERGENT HERBICIDE. THE TOP OF THE ROOT BALL FOR ALL B&B PLANTS SHALL BE EXCAVATED TO EXPOSE THE ROOT FLARE.  THE ROOT FLARE SHALL BE AT THE TOP OF THE BALL AND PLANTED LEVEL OR 1" ABOVE FINISHED GRADE.  ALL BEDLINES SHALL BE CUT FOUR INCHES DEEP INTO A "V" SHAPED GROOVE TO PROVIDE A WELL DEFINED EDGE.  THE LAYOUT OF ALL BEDLINES SHALL BE APPROVED BY THE LANDSCAPE ARCHITECT ON-SITE PRIOR TO CUTTING. 9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL UTILITY MARK OUTS AND COMPLIANCE WITH ALL THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL UTILITY MARK OUTS AND COMPLIANCE WITH ALL FEDERAL, STATE  OR LOCAL CODES, LAWFUL ORDERS OR REGULATIONS GOVERNING UPON THIS WORK. 10. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROPER INSTALLATION AND MAINTENANCE OF ALL THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROPER INSTALLATION AND MAINTENANCE OF ALL TREE GUYS, STAKES, SUPPORTS AND MULCH RINGS OR BEDS DURING THE CONSTRUCTION AND MAINTENANCE PERIOD. 11. THE CONTRACTOR SHALL REPORT ANY SOIL OR DRAINAGE CONDITIONS CONSIDERED DETRIMENTAL TO THE THE CONTRACTOR SHALL REPORT ANY SOIL OR DRAINAGE CONDITIONS CONSIDERED DETRIMENTAL TO THE GROWTH OF THE PROPOSED PLANT MATERIAL. TREES SHALL BE PRUNED OF ANY BRANCHES THAT INTERFERE WITH PEDESTRIANS, VEHICLES OR SIGNS.  SHADE TREES MUST BE SINGLE TRUNK, TREE FORM SPECIMENS.  ALL PARKING LOT AND STREET TREES SHALL BE LIMBED TO A HEIGHT OF SEVEN FEET. 12. ANY DISCREPANCY BETWEEN THE PLANS AND FIELD CONDITIONS SHALL BE RESOLVED BY THE LANDSCAPE ANY DISCREPANCY BETWEEN THE PLANS AND FIELD CONDITIONS SHALL BE RESOLVED BY THE LANDSCAPE ARCHITECT IN THE FIELD. 13. ALL PLANTED AREAS & LAWN AREAS SHALL BE IRRIGATED WITH AN AUTOMATIC IRRIGATION SYSTEM ALL PLANTED AREAS & LAWN AREAS SHALL BE IRRIGATED WITH AN AUTOMATIC IRRIGATION SYSTEM THROUGH THE USE OF SURFACE OR DRIP-IRRIGATION TO PROVIDE ADEQUATE WATER TO PROMOTE HEALTHY PLANT MATERIAL AND SOUND HORTICULTURAL PRACTICE.  IRRIGATION CONTRACTOR SHALL SUBMIT PROPOSED IRRIGATION PLANS TO LANDSCAPE ARCHITECT FOR REVIEW AND APPROVAL PRIOR TO INSTALLATION. 14. PLANTING OPERATIONS SHALL BE PERFORMED DURING PERIODS WITHIN THE PLANTING SEASON WHEN PLANTING OPERATIONS SHALL BE PERFORMED DURING PERIODS WITHIN THE PLANTING SEASON WHEN WEATHER AND SOIL CONDITIONS ARE SUITABLE AND IN ACCORDANCE WITH ACCEPTABLE LOCAL PRACTICE.  TREES AND SHRUBS SHOULD BE INSTALLED DURING THE FOLLOWING FALL AND SPRING SEASONS, WITH THE EXCEPTION OF TREES WHICH EXPERIENCE A  FALL DIGGING HAZARD WHICH SHOULD ONLY BE PLANTED IN THE SPRING. 15. ALL PLANT MATERIAL SHALL BE GUARANTEED FOR A MINIMUM PERIOD OF 1 YEAR FROM THE TIME OF ALL PLANT MATERIAL SHALL BE GUARANTEED FOR A MINIMUM PERIOD OF 1 YEAR FROM THE TIME OF LANDSCAPE APPROVAL BY TOWNSHIP LANDSCAPE ARCHITECT AND/OR REVIEWING AUTHORITY.   16. ALL SUBSTITUTIONS SHALL BE SUBMITTED TO THE TOWN ENGINEER FOR REVIEW AND APPROVAL PRIOR TO ALL SUBSTITUTIONS SHALL BE SUBMITTED TO THE TOWN ENGINEER FOR REVIEW AND APPROVAL PRIOR TO PLANTING FALL  AUG. 15-DEC. 15  EVERGREEN TREES AUG. 15-DEC. 15  EVERGREEN TREES OCT. 15-DEC. 15  DECIDUOUS TREES SPRING  MAR. 1-MAY 15    ALL PLANTSMAR. 1-MAY 15    ALL PLANTS

AutoCAD SHX Text
FALL DIGGING HAZARD BETULA VARIETIES CARPINUS VARIETIES CELTIS VARIETIES CERCIDIPHYLLUM VARIETIES CRATAEGUS VARIETIES FAGUS VARIETIES HALESIA VARIETIES ILEX OPACA VARIETIES ALL  TREEFORM EVERGREEN ILEX VARIETIES LIQUIDAMBAR VARIETIES LIRIODENDRON TULIPIFERA MALUS-IN LEAF NYSSA SYLVATICA OSTRYA VARIETIES PRUNUS-ALL STONE FRUITS PYRUS VARIETIES QUERCUS-ALL OAKS EXCEPT Q. PALUSTRIS SALIX-WEEPING VARIETIES TILLA TOMENTOSA VARIAETIES ZELKOVA VARIETIES 

AutoCAD SHX Text
PLANT NOTES:

AutoCAD SHX Text
NOTE: ALL LANDSCAPE IMPROVEMENTS SHALL BE INSTALLED IN KEEPING WITH THE ENVIRONMENTAL AND CAPPING REQUIREMENTS OF THE SITES DEED NOTICE (DATED - JUNE 15, 1999) AND THE RESIDENTIAL ENGINEERING CONTROLS OF THE NEW JERSEY ADMINISTRATIVE CODE OR OTHERWISE APPROVED BY THE APPLICANT'S [HARTZ'] LICENSED SITE REMEDIATION PROFESSIONAL. DURING CONSTRUCTION ANY GRADING / DRAINAGE ISSUES RELATED TO THE ENVIRONMENTAL AND CAPPING REQUIREMENTS THAT ARE DETRIMENTAL TO THE PROPOSED LANDSCAPE IMPROVEMENTS SHALL BE ADDRESSED IN ACCORDANCE WITH THE ABOVE STATED REQUIREMENTS TO ENSURE ADEQUATE DRAINAGE.

AutoCAD SHX Text
6

AutoCAD SHX Text
L-5

AutoCAD SHX Text
STREETSCAPE_CU SOIL SPECIFICATION

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
#AS00774

AutoCAD SHX Text
N.J. LICENSED

AutoCAD SHX Text
LANDSCAPE ARCHITECT

AutoCAD SHX Text
THOMAS S. CARMAN


	Sheets and Views
	L-0_Cover Sheet-Cover
	L-1_Streetscape Landscape & Materials Plan-L-1
	L-2_2nd & 6th Floor Landscape & Materials Plan-L-2
	L-3_7th Floor Landscape & Materials Plan-L-3
	L-4_Streetscape Site Details-L-4
	L-5_Planting Details-L-5


